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Cop Ayirma / Geri Donuisum Tesisleri

Sorting / Recycling Plants

Geri doniisiim icin en ekonomik ¢6ziim

W2 Ulke kosullarina uygun olarak tasarlanan ayirma tesisi ilk
kez Deniz Mhendislik tarafindan imal edilmis olup 1994
yilindan beri bir cok belediye tarafindan kullaniimaktadir. Geri
dénlstim uygulamalari ile geri kazanilabilir malzemeler yeniden
ekonomiye kazandiriimaktadir.

AYIRMA TESISI

Cop ayirma tesisi genellikle yikleme, on ayirma, akim
dengeleme, son ayirma ve balya pres Unitelerinden
olusmaktadir. Ancak tesis ihtiyaca gore ek Uniteler ve
ekipmanlar ile donatilabilmektedir.

YAKMA

Ekonomik acidan geri dénlisim degeri olmayan atiklar yakma
firnlarinda hava kirliligi kontrol yénetmeligine uygun olarak
yakilmaktadir.

The most economical solution for recycling

W2 The first sorting plant designed according to the national
condition was established by Deniz Mihendislik and still
being used by many municipalities since 1994. With recycling
processes, recycling materials are brought into economy.

SORTING PLANT

Sorting Plants usually consists of loading, preseperation, load
equalization, final seperation and balling press. But, according
to the demands, the plant may be equipped with additional
units and equipments.

INCINERATION

The wastes, that have no recyclable value at economical
wise, are incinerated at garbage burners according to the air
pollution control regulation.




